
Installation of JBA Headers 
For  98-07 3.0L’s (w/o EGR) 

 
I purchased a set of JBA Stainless Steel Headers from Wayne at Underdog Performance. 
I got them while they were on sale for $395 + $5 shipping. Can’ t beat the price! I 
recommend buying anything from Wayne, as he is extremely attentive to any 
questions and keeps you up-to-date on your order.    
 
This is what I received in the package: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
In this guide I plan on going from start to finish in the installation of the headers, and 
attempt to outline all the problems and issues I run into along the way.  
 
I’ ll also address the steps I took prior to the install.   
 
Needed Tools:  
-PB Blaster/WD40 
-High Temp RTV Silicone 
-Anti Seize 
-Jack stands 
-Socket Wrench  
-Multiple Sized Metric and English unit sockets (preferably        
short and deep socket) 
-Extensions for socket wrench (length and twisty things) 
-Open ended/ o wrenches (all sizes) 
-Adjustable wrench  
-Hammer 
-Bristle Pad 
-New Oil filter/Extra Oil 
-Replacement push-in fasteners for inner fender 
-Gloves 
-Safety Glasses 
-Another set of hands 

 

 
Having something this 
ridiculous may come in 
handy 


